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Product Datasheet

C1025209 -- Tough One Anchor Helix

0.625" (15.9 mm) Rod

Tough One Anchor Helix, 8,000 Ft Lbs (10,848 N-M), 10" (254 mm) Helix for use with

Product Specifications

Anchor Style

Power Installed Screw Anchor PISA

Component Anchor Helix
Single Helix Diameter 10" (254 mm)
Number of Helices 1

Rod Diameter

0.625" (15.9 mm)

Torque Rating

8,000 Ft Lbs (10,848 N-M)

Square Inside Hub Diameter

2.25" (57.2 mm)

Coating

Painted

Installation Tool

C102-1583

Material Type

Non-Standard

UPC Code 09635900887
Standard Package 4
Standard Package Unit EA
Min Order Qty 4
Weight 7/ Ea. 14.298 Ibs
Patent No. 4,979,341; 4,981,000; 5,575,122; 5,607,261.
Drawing
Click HERE to view drawing.
Notes

necessarily produce the same results.

Caution: All components of the Chance anchoring system are performance mated. Use of other anchoring products or equipment will not

Compressed Product Number

C1025209

http://www.hubbellcatalog.com/hps/datasheet.asp?PN=C1025209&FAM=earth tension anchor

10/20/2009


AStarr
Stamp

AStarr
Text Box
For more information or to place an order, please contact Supply Solutions at 866-978-7759.
Courtesy of Hubbell Power Systems.


Product Datasheet -- C1025209 Page 2 of 2

| Catalog Home

POWER SYSTEMS. INC.
Warranty Info | Trademarks | Terms of Use

All contents Copyright © 2007 Hubbell Power Systems, Inc. All rights reserved.

NOTE: Because Hubbell has a policy of continuous product improvement, we reserve the right to change design and specifications without
notice.

http://www.hubbellcatalog.com/hps/datasheet.asp?PN=C1025209&FAM=earth tension anchor 10/20/2009


AStarr
Stamp

AStarr
Text Box
For more information or to place an order, please contact Supply Solutions at 866-978-7759.
Courtesy of Hubbell Power Systems.


