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Entrance Cable

FC/APC -65dB to -70dB Back Reflection
" SCAAPC -55dB to -70dB Back Reflection
FC/PC -50dB to -60dB Back Reflecion
SC/PC -50dB to 60dB Back Reflecion
ST/PC -50dB to 60dB Back Reflecion

The Fiberdyne Entrance Cable is available with a nickel-tin plated solid brass housing
with 5/8" rotational nut for easy installation. It is available with FC/APC or SC/APC
connectors featuring -65dB to -70dB back reflection, or FC/UPC, SC/UPC, ST/UPC
connectors featuring-50dB to -60dB Back Reflection. We use Seikoh Giken Diamond
polishing machines to achieve the highest back reflection in the industry. A JDS Fitel
back reflection meter guarantees certified results. The entrance cable is available in
loose tube armored with matched or depressed fiber.

Fiber Optic Entrance Cable

Ordering Information

FEX-XXXX-XXX
3-4567-8910

FE = Fiber Optic Entrance Cable
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3rd. Cable Type 0 = Armored 1 = Dielectric (Non-armored) 2 = Armored with Bend

Digit Insensitive Fiber 3 = Dielectric (Non-armored) with Bend Insensitive
Fiber

4th. Fiber Type 0 =900 micron 1 =3 mm 2 =2 mm (Note: 2mm & 3mm breakout not

Digit available with 12 Fiber cable)

5th. Feed 0 = With rotational nut & connector one end 1 = Reserved 2 = Nut on

Digit Through both ends connector both ends 3 = Nut on one end, connector both

Housing ends
Option

6th. Connector X = Custom Configuration 0 = FC/APC 1 = SC/APC 2 = FC/UPC3 =

Digit Type SC/UPC 4 = ST/UPC

7th. Fiber Count 0 =4 Fibers with 2 Connectorized 1 = 4 Fibers with 4 Connectorized 2

Digit = 6 Fibers with 2 Connectorized 3 = 6 Fibers with 4 Connectorized 4 =
6 Fibers with 6 Connectorized 5 = 12 Fibers with 2 Connectorized 6 =
12 Fibers with 4 Connectorized 7 = 12 Fibers with 6 Connectorized 8
=12 Fibers with 12 Connectorized 9 = 12 Fibers with 8 Connectorized
A =12 Fibers with 10 Connectorized

8th, Cable Length | Examples: 050 =50 feet 075 =75 feet 100 = 100 feet

9th, & 125=125feet150=150 feet

10th.

Digits
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