








6.3 Open required buffer tube to be spliced with the 3M™ PLC Optical Splitter input(s). Clean all grease
(if present) from fiber. Secure incoming buffer tube into tray using a single wrap of 3M™ Scotchmate™
Hook and Loop Reclosable Fastener and two cable ties. Secure outgoing buffer tube (if expressing
un-cut fibers) using same method.

6.4 Splice input fiber(s) to appropriate fiber(s) from main cable buffer. Store slack fiber in tray and insert
splice into splice holder.

7.0 Splicing Output Fibers

7.1 Cut cable tie attaching corrugated tubing to tray. Carefully slide tubing off fibers. Discard corrugated
tubing.

7.2 Route output tube(s) into desired splice tray(s).

7.3 Use two cable ties to secure output tubing into desired splice tray. Cable ties should be placed on top of
pre-installed Scotchmate fastener.

7.4 Place splice holders as needed to hold required number of output splices to be performed.

7.5 Open required output buffer tube(s) from main cable. Clean all grease (if present) from fibers. Secure

required output fiber buffer tube(s) into tray using a single wrap of Scotchmate Hook and Loop Fastener
and two cable ties. Secure outgoing buffer tube(s) using same method.

7.6 Splice output fibers to outgoing fibers.

7.7 Store slack fiber into tray and insert splice into splice holder(s).

3M, Scotchmate and SLiC are trademarks of 3M Company.

*"RoHS Compliant 2002/95/EC" means that the product or part ("Product") does not contain any of the substances in excess of the maximum concentration values in EU
Directive 2002/95/EC, as amended by Commission Decision 2005/618/EC, unless the substance is in an application that is exempt under EU RoHS. This information represents
3M's knowledge and belief, which may be based in whole or in part on information provided by third party suppliers to 3M.

Important Notice

All statements, technical information, and recommendations related to 3M’s products are based on information believed to be reliable,
but the accuracy or completeness is not guaranteed. Before using this product, you must evaluate it and determine if it is suitable for
your intended application. You assume all risks and liability associated with such use.Any statements related to the product which are not
contained in 3M’s current publications, or any contrary statements contained on your purchase order shall have no force or effect unless
expressly agreed upon, in writing, by an authorized officer of 3M.

Warranty; Limited Remedy; Limited Liability.

This product will be free from defects in material and manufacture for a period of one (1) year from the time of purchase. 3M MAKES NO
OTHER WARRANTIES INCLUDING, BUT NOT LIMITED TO, ANY IMPLIED WARRANTY OF MERCHANTABILITY OR FITNESS FOR A
PARTICULAR PURPOSE. If this product is defective within the warranty period stated above, your exclusive remedy shall be, at 3M’s option,
to replace or repair the 3M product or refund the purchase price of the 3M product. Except where prohibited by law, 3M will not be
liable for any indirect, special, incidental or consequential loss or damage arising from this 3M product, regardiess of the
legal theory asserted.
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